K:\112255@3\Structures\Burnham Ave. Over R.R. & River\Final Plans\Exp.Joints.dgn

1/13/20089

1’-0" Parapet (Typ.)

20°-9" Stage II Removal

15-0" Stage I Removal

‘-PA

67-9" Sidewalk

1'-0" Parapet (Typ.)

67-9" Sidewalk

‘09”

Stage Removal Line—
g"

~~-Stage Construction Line

I

-6 Raised Median

JOINT REMOVAL HALF PLAN AT PIER 15

20°-9" Stage II Removal

Stage Removal Line

(West half of Deck Joint over Pier 15 shown, other half similar)

157-0" Stage I Removal

-7

~— € Roadway

2
R il

RoUTE No. | secTion counry SRS

1212.8

FAU 2943 1 Cook 51 7

ren. mosn prsT. o, 7 swess | v o pmoseer-

Contract # 60D74

Existing Longitudinal

Existing Expansion Joint
fo be removed

Reinforcement to

SHEET NO. 7

35 sHeEETS

HMA Surface

Existing Longitudinal
Reinforcement to

Existing Expansion_Joint
to be removed

Remain, typ.
.l n ol u
2704 f 204 3" Saweut, typ.
/l \ N o A
j J ( ] e . ] )
W . LJ L IyE Ay Y '}7 P
H —~ @
. ° Ml
@ H i
J 207 No Steel Diaphragms 3|0
i located under Median al .,
..... dlecenn e
N 5
1u o
7' © S‘:
¢ Brg. I
SECTION A-A

7 ::—Sfage Consmmm\
JOINT REMOVAL HALF PLAN AT PIERS 3 AND I8

S

N~

(West half of Deck Joint over Piers 3 and 18 shown, other halves similar)

[l

Removal (Deck) Rema/'n/, Uj p’. ,
i 2-0% ) 2-04y | 3" Saweut, typ. :N‘
TT T T T T 1 KT LTI T T LTI T TT
- - YOS f
£ \
N y Y . —1
S
; 3" @ 50°F o
Concrete Bridge Deck i i N
Scarification, ;" (Typ.) i i 29
..... crent b NS
7/2 " 7/2,, Ti\‘e:
i ¢ Brg. ©
SECTION B-B

™~
1’-6" Ralsed Median

~—— ¢ Roadway

NOTES:

Removal of the existing expansion joints will not be paid for
separately but shall be included in the cost for Concrete Removal.

Hatched areas indicate concrete sections to be removed. Care shall be exercised
by the contractor during and following Concrete Removal operations to ensure that
the existing rebar remaining in place are not damaged. All existing reinforcement
to be incorporated into new construction shall be blast-cleaned, straightened, and
properly positioned prior to concrete placement. Any reinforcement damaged during
Concrete Removal shall be repaired or replaced using an approved Bar Splicer or

Mechanical System. Cost included with Concrete Removal.

Concrete Removal is included in the Bill of Material on sheet 12 of 35.

See Sheet 1 and 2 of 35 for skew angle at joint.
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